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GENERAL NOTES

1. THE FIRE ALARM SYSTEM SHALL BE INSTALLED IN ACCORDANCE WITH THE RHODE ISLAND FIRE SAFETY CODE (NFPA
1-2012 EDITION, AS AMENDED, AND NFPA 101-2012 EDITION, AS AMENDED), NFPA 72-2010 EDITION AND THE MASTER
TECHNICAL SPECIFICATION PREPARED BY JENSEN HUGHES.

2. THE SCOPE OF WORK INCLUDES THE PROGRAMMING OF THE FIRE ALARM CONTROL UNIT AND THE HONEYWELL
ENTERPRISE BUILDING INTEGRATOR. INCLUDED IN THE SCOPE IS THE PURCHASE OF HONEYWELL ENTERPRISE
BUILDING INTEGRATOR LICENSE AGREEMENT FOR AN ADDITIONAL 250 POINTS FOR THE CITY OF WARWICK. THE
POINTS UNDER THIS CONTRACT ARE TO BE ADDED TO THE CITY OF WARWICK'S TOTAL LICENSED ADDRESSABLE
POINTS. ADDITIONAL POINTS WERE ADDED UNDER A PREVIOUS CONTRACT. UNUSED LICENSED POINTS TO BE USED
IN CITY OF WARWICK FIRE ALARM UPGRADES PHASE V AND PHASE VI.

3. THE SCOPE OF WORK INCLUDES FURNISHING ALL SERVICES, EQUIPMENT, PERMIT S, TESTING, ETC. THAT ARE
REQUIRED TO INSTALL A NEW ADDRESSABLE FIRE ALARM SYSTEM IN ACCORDANCE WITH THE APPLICABLE CODES
AND STANDARDS AND AS INDICATED ON THE DRAWINGS AND IN THE TECHNICAL SPECIFICATIONS.

4. PRIOR TO INSTALLATION, THE CONTRACTOR SHALL SUBMIT ALL PRODUCT DATA SHEETS, BATTERY CALCULATIONS,
POINT-TO-POINT WIRING DIAGRAMS AND A SEQUENCE OF OPERATIONS TO THE OWNER FOR APPROVAL REFERTO
THE TECHNICAL SPECIFICATIONS FOR ADDITIONAL SUBMITTAL REQUIREMENTS.

3. ALL NEW SIGNALING LINE CIRCUITS (SLC) SHALL BE INSTALLED CLASS A AND ALL NEW NOTIFICATION APPLIANCE
CIRCUITS (NAC) SHALL BE INSTALLED CLASS A.

6. ALL WIRING SHALL BE INSTALLED IN METAL RACEWAY OR APPROVED MC CABLE. MC CABLE SHALL ONLY BE
INSTALLED ABOVE ACCESSIBLE CEILINGS. ALL WIRING SHALL BE INSTALLED FOLLOWING THE COLOR CODE OF RILSC
SECTION 9.6.9.8.

7. THE FIRE ALARM SYSTEM CONTRACTOR SHALL DETERMINE THE NUMBER OF ADDITIONAL REMOTE POWER SUPPLIES,
IF NEEDED, TO SUPPORT ALL NOTIFICATION APPLIANCES SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL
FIELD LOCATE THE ADDITIONAL REMOTE POWER SUPPLIES AND PROVIDE A PHOTOELECTRIC SMOKE DETECTOR IN
THE IMMEDIATE VICINITY OF EACH REMOTE POWER SUPPLY. THE LOCATION OF EACH REMOTE POWER SUPPLY
SHALL BE APPROVED BY THE OWNER AND ENGINEER. ALL REMOTE POWER SUPPLIES ARE REQUIRED TO BE TRIPPED
VIA ADDRESSABLE CONTROL MODULE ON THE SIGNALING LINE CIRCUIT. ADDRESSABLE CONTROL MODULE SHALL BE
SEPARATED FROM REST OF THE SLC WITH ISOLATION MODULES.

8. ALL WALL-MOUNTED VISIBLE NOTIFICATION APPLIANCES AND COMBINATION AUDIBLEVISIBLE NOTIFICATION
APPLIANCES SHALL BE MOUNTED SUCH THAT THE ENTIRE LENS IS NOT LESS THAN 80 INCHES AND NOT GREATER
THAN 96 INCHES ABOVE THE FINISHED FLOOR. ALL WALL-MOUNTED AUDIBLE NOTIFICATION APPLIANCES SHALL HAVE
THEIR TOPS ABOVE THE FINISHED FLOORS AT HEIGHTS OF NOT LESS THAN 90 INCHES AND BELOW THE FINISHED
CEILING AT DISTANCES NOT LESS THAN 6 INCHES.

9. UPON COMPLETION OF THE INSTALLATION, THE CONTRACTOR SHALL SUBMIT CLOSEOUT DOCUMENTATION
INCLUDING UPDATED ACCURATE AS-BUILT DRAWINGS TO THE OWNER, AS DESCRIBED IN THE TECHNICAL
SPECIFICATION. THE AS-BUILT DRAWINGS SHALL INDICATE THE EXACT LOCATION OF ALL CONTROL EQUIPMENT,
DEVICES AND APPLIANCES ZONE DIAGRAMS, THE EXACT LOCATION OF ALL INSTALLED WIRING AND RACEWAY,
INCLUDING THE NUMBER OF CONDUCTORS IN EACH PORTION OF THE CIRCUIT AND THE LOCATION OF JUNCTION
BOXES AND TERMINAL CABINETS.

10.THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COORDINATION WITH OTHER TRADES. BID SHALL INCLUDE ALL
PERSONNEL NECESSARY TO COMPLETE INTEGRATION BETWEEN FIRE ALARM AND OTHER TRADES.

11.THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PAINTING AND PATCHING TO THE ORIGINAL STATE AND TO THE
SATISFACTION OF THE OWNER.

12.THE CONTRACTOR SHALL REMOVE, PROTECT, AND RE-INSTALL ALL EXISTING LAY-IN ACOUSTICAL TILE CEILINGS
WHERE WORK IS REQUIRED ABOVE THE LAY-IN ACOUSTICAL CEILING. ANY TILES BROKEN SHALL BE REPLACED BY
THE CONTRACTOR AT NO COST TO THE OWNER.

13.THE CONTRACTOR SHALL BE RESPONSIBLE FOR PAINTING OF ALL RACEWAY IN PUBLIC AREAS TO THE SATISFACTION
OF THE OWNER.

14. TRANSIENT VOLTAGE SUPPRESSION SHALL BE PROVIDED FOR ANY CIRCUIT THAT LEAVES THE BUILDING.

BUILDING GENERAL NOTES

1. THE SCOPE OF WORK INCLUDES THE INSTALLATION OF A NEW FIRE ALARM SYSTEM IN THE COOPER BUILDING AND IN
THE MAINTENANCE GARAGE COMPLETE WITH A NEW ADDRESSABLE FIRE ALARM CONTROL UNIT, NEW NOTIFICATION
APPLIANCES, NEW ADDRESSABLE DEVICES, NEW SIGNALING LINE CIRCUITS AND NEW NOTIFICATION APPLIANCE
CIRCUITS, AS SHOWN ON THESE DRAWINGS AND TECHNICAL SPECIFICATIONS. A NEW RADIO MASTERBOX (#HH##) 1S TO
BE INSTALLED IN THE CORRIDOR OF THE COOPER BUILDING. INCLUDED IN THE SCOPE OF WORK IS SCAFFOLDING,
STAGING, RIGGING, OR HOISTING NECESSARY TO INSTALL ALL COMPONENTS, AS SHOWN ON THESE DRAWINGS.
CONTRACTOR SHALL INSTALL FIRE NETWORK ADAPTER (FNA) IN THE CORRIDOR OF THE COOPER BUILDING AND IN
THE MAINTENANCE BLDG. CONTRACTOR SHALL CONNECT THE FNA AND NETWORK SWITCH VIA MOHAWK CAT5
PLENUM CABLE, PER MANUFACTURER'S REQUIREMENTS. FIRE ALARM CONTROL UNIT AND FNA TO BE CONNECTED
VIA TWISTED PAIR WIRE, PER MANUFACTURER'S REQUIREMENTS.

2. THE COOPER BUILDING IS CURRENTLY NOT PROVIDED WITH SPRINKLER PROTECTION. THE FIRE ALARM SYSTEM IS
DESIGNED UNDER THE CRITERIA THAT THE BUILDING IS NOT SPRINKLERED WHICH REQUIRES A TOTAL (COMPLETE)
COVERAGE FIRE DETECTION SYSTEM IN ACCORDANCE WITH NFPA 72 SECTION 17.5.3.1. HEAT DETECTION IN THE
BASEMENT CRAWLSPACES IS NOT REQUIRED BASED ON LIMITED ACCESS AS APPROVED BY THE WARWICK FIRE
DEPARTMENT.

3. THE MAINTENANCE BLDG IS CURRENTLY NOT PROVIDED WITH SPRINKLER PROTECTION. THE FIRE ALARM SYSTEM IS
DESIGN UNDER THE CRITERIA THAT THE BUILDING IS NOT SPRINKLERED WHICH REQUIRES DETECTION IN SELECT
AREAS OF THE CODE.

4. DETECTION IN NON-COMBUSTIBLE, INACCESSIBLE SPACES ABOVE THE COOPER BUILDING CEILINGS SHALL NOT BE
REQUIRED PER NFPA 72 SECTION 17.5.3.1.

5. ELEVATOR RECALL CONTROL FUNCTIONS ARE NOT REQUIRED BY THE RHODE ISLAND ELEVATOR SAFETY CODE. NO
ELEVATOR RECALL FUNCTIONS TO BE INSTALLED IN COOPER BUILDING.

6. THE COOPER BUILDING IS CONSTRUCTED OF TYPE Il (000) CONSTRUCTION PER CITY OF WARWICK BUILDING
DEPARTMENT. HEAT DETECTION IS NOT REQUIRED IN SPACES ABOVE ACCESSIBLE CEILINGS GREATER THAN 24
INCHES.

7. THE HONEYWELL XLS120 FIRE ALARM CONTROL UNIT HAS THE CAPACITY FOR ONE (1) INTELLIGENT SIGNALING LINE
CIRCUIT.

8. THE COOPER BUILDING WILL BE A MUNICIPALLY CONNECTED FIRE ALARM SYSTEM AND THE MAINTENANCE BLDG WILL
BE ALOCAL SYSTEM.
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